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BS951:1999
ElectricalEarthing. Clampsandbondingspecification

Thisstandardis writtenspecificallyfor the normaltypeof earthbondingclamp.
Becauseof this muchof the standardis not applicableto the ECCfittings.Relevantsectionsarenotedbelow.

4.20Eachclampshallbe fittedwith a labelto warnagainstit's removal.

5.2)Terminations

mostof thisclauserelatesto screwterminalsbut it doesstatethat itshouldbepossibleto loopin andout of a screwterminalwith
an unbrokenconductor.

Someconsiderationhasbeengivento thisby the ECCfittings- it is possibl~to crimpanunbrokenconductorwithinits crimpingport.

5.4)WarningLabel. . .

Apermannentlabelprovidedwitheachclampshallbedurablymarkedin a legibletypenot lessthan3mmhigh.The labelshallbe
marked" SAFETYELECTICALCONNECTION. DO NOTREMOVE",
Thelabelmustalsogivetheinformationrequiredbyclause9.1a&b.
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6) Materials

Withthe exceptionof the warninglabelall componentsshallbe madeof metalbut notferrousmetalor unalloyedcopper;alloysof
coppershallbegivenadditionalprotectionwherenecessary,e.g.byelectroplating.

All partsof the clamplessthan lessthan!mmthickshallbe inherentlyresisantto corrosion,e.g.madeof phosphorbronze.

7)ElectricalImpedance
Theelecticalimpedancetestdescribedinsection7wascaiiiedoutandthefollowingresultswererecorded.

Reistancebetweenconductorandpipe=O.18m

Thisis belowtheO.4m

9)Marking

, 9.1)General ~

the following shall be marked on the clamp or the warning label..
a) thenumberanddateoftheBritishstandardLe.BS951:1999
b) themakersnameortrademark.
c) Theminimumandmaximumsizeofconductortheclampwillaccommodate.




